
      



SPECIFICATION IFP65 
Display Panel & Touch Information 
Disgonal size 65inch 
Resolution 4K/UHD 3840*2160 @60HZ 
Display Area 1449*824mm 
Display Type E-LED 
Ratio of display 16:9 

Best viewing angle up:89 down:89  
left:89 right:89 

Max. viewing angle 178° 
Touch Technology Infrared touch 
Touch points 20 points touch Windows, 10 point Android 
Input way finger touch,or any opaque object 
Touch life times Over 60,000,000 times 
Touch response 
speed 8ms 

Contrast Ratio 4000:1 
Brightness 370 cd/m2 
Glass type 3mm tempered glass, AntiGlare & Anti fingerprint 
Mohs Level   7 
OS - Android Specification 
OS Version Android 9.0 
OS UI Resolution 1920*1080 
CPU HI3751V560 ; Quad-core Cortex A55@1200Mhz 
GPU Mali-G52 
RAM 3GB 
ROM 32GB 
Interfaces ( in front of panel) 
HDMI in x1 
Android USB x1 
PC USB x4 
OPS PC Interfaces ( in back of panel) : (Depends on OPS PC Generation) 
HDMI x1 
RJ45 x1 
Audio output x1 
VGA  x1 
Earphone x1 
USB 2.0 x2 
USB3.0   x2 
12-19V power port x1 
 
 
 
 
 
 
 



 
Android Interfaces ( in back of panel) 
HDMI in x2 
Touch USB x1 
USB x2 
RJ45 x1 
VGA in x1 
AV in x1 
AV out x1 
YPBPR in x1 
Audio in x1 
RS 232 x1 
Earphone x1 
SPIDF out x1 
SD card   x1 
Physical Specifcation 
Buttons(in front of 
panel) 

PC power button*1;Volume up*1;Volume down *1;Memu*1;Power 
on/off*1 

Dimension of Panel 1503*878*62 (mm) 
Package Box 
Dimension 1650*200*1030(mm) 

Net Weight 48KGS 
Gross weight 64KGS 
Power Supply 168W 
Power Stand-by 5W 
Speaker 8Ω10W*2 
Frame material Alloy 
Life time 50,000 Hours 
Enviromental Conditions 
Working temperature 0~45℃ 
Storage temperature -20℃~60℃ 
Working humidity 
environment 5%-90% 

Accessories 
User Manual x1 
Remote control x1 
Write  pen x1 
Pointer x1 
1.8m power cable x1 

 


